
A very robust and versatile pump on a high quality low cost 
motor with a proven track record for a variety of applications 
including vending, chemical dosing and condensate removal. 
Ideal for intermittent or continuous duty cycles.

Identify required flow rate in above table and 
select largest tube size with slowest motor speed 

to achieve best tube life.

Stainless steel 3 roller rotor, 
additional support bearings. Different
motor stack sizes for varied torque 
applications: ¾”, 1”, 1½”
Thermal protection and cooling fan.  

Options:

0.7 KgWeight: 

SpurGearbox:

Silicone, Autoprene®, Viton® & Tygon®.
1.6mm, 3.2mm & 4.8mm. Polypropylene 
tube connectors provided.

Tube:

Permanent magnet d.c. 12/24vdcMotor:

2 roller polycarbonate with 
nylatron rollers.

Rotor:

Noryl (grey)Alternative:

Clear polycarbonate Pump Head:

INSTRUCTIONS TO USER
Check motor voltage and frequency shown
on identity label and ensure correct supply.

Motor leads to be terminated in accordance
with relevant electrical safety standards by
suitably qualified personnel.

Motor should be earthed.

Pump tubing will not last forever. Establish 
suitable tube replacement schedule to avoid
inconvenient tube failure

LIMIT OF USE – These pumps should not
be used in conjunction with life support
equipment. 

This pump should not be in anyway connected 
to the human body.
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