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M1500 STANDARD SPARES

PART NO
AU E1137 02
AU E1138
AU E1139
AU E0037

TUBING

AU T0016 SAT 18
AU T0016 SAT 19
AU T0016 SLT 36
AU T0016 SLT 40
AU T0016 VIT 17

Other tube materials are available, contact our sales

DESCRIPTION
Rotor/roller assembly : U / L
M50

Typical M1500 BLDC assembly dimensions
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PUMP HEAD

Pump housing

Pump front cover GUARANTEE

Motor cooling fan CCW (nylon)

Autoprene 8.0mm x 2.4mm

Autoprene 6.4mm x 2.4mm
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This product is guaranteed to be free from

defects in material and workmanship for a
period of 12 months from date of purchase.
Products out of guarantee period will be

repaired for a nominal charge.

For your protection items returned must

be carefully packed to prevent damage

Silicone 8.0mm x 2.4mm

Silicone 6.4mm x 2.4mm

CONNECTION DIAGRAM
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ARISDALE AVENUE, SOUTH OCKENDON, ESSEX RM15 5DP, ENGLAND
TELEPHONE: +44 (0) 1708 856125/6 = FAX: +44 (0) 1708 857366

WEBSITE: www.autocludepumps.com
E-MAIL: info@autocludepumps.com
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