
Employing the original Autoclude patented tube 
loading system. The larger of the two pump family. 
Cartridge can be changed in seconds, no tools 
required. Ideal for slow speed pumping on intermittent 
or continuous duty cycles.

Identify required flow rate in above table and 
select largest tube size with slowest motor speed 

to achieve best tube life.
1.75 KgWeight: 

Spur  Gearbox:

Autoprene® 8.0mm tube/cartridge assy
Silicone 8.0mm tube/cartridge assy.

Tube
/Cartridge:

Asynchronous shaded pole motor with 
thermal protection and cooling fan.
110v, 220v & 240v 50/60Hz

Motor:

Polycarbonate with stainless steel inserts 
and Nylatron rollers (adjustable) 

Rotor:

Black polycarbonate with support bearing 
and mounting plate. 

Pump Head:

INSTRUCTIONS TO USER
Check motor voltage and frequency shown
on identity label and ensure correct supply.

Motor leads to be terminated in accordance
with relevant electrical safety standards by
suitably qualified personnel.

Motor should be earthed.

Pump tubing will not last forever. Establish 
suitable tube replacement schedule to avoid
inconvenient tube failure

LIMIT OF USE – These pumps should not
be used in conjunction with life support
equipment. 

This pump should not be in anyway connected 
to the human body.

Model: M2000 a.c.

All flow rates shown in ml/min
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